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Compact Soundproofed Granulator 
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Technical Specifications and Dimensions 

Model 

Rotor diameter (mm) 

Rotor width (mm) 

Drive capacity (kW) 

Rotor knifes (rows) 

Stator blades (rows) 

Screen size (mm) 

Effective working area (mm) 

Weight approx (kg) 

A(mm) 

B(mm) 

C(mm) 

D(mm) 

E(mm) 

Virtus Equipment 
9120 Centerlinks Commerce Dr., Unit 4 
Fort Myers, FL 33912 

300/300 

300 

300 

7.5 

3 

2 

>6

400 X 290 

1200 

1550 

420 

1570 

300 

1300 

300/600 

300 

600 

11 

3 

2 

>6

400 X 590 

1400 

1550 

420 

1570 

590 

1600 
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300/1000 

300 

1000 

18.5 

3 

2 

>6 

400 X 990 

1850 

1550 

420 

1570 

990 

1900 

239-219-1800
Sales@Virtus-Equipment.com

virtus-equipment.com The Right Machine for Today’s 
Recycling Requirements

12



 
 
    
   HistoryItem_V1
   AddMaskingTape
        
     Range: all pages
     Mask co-ordinates: Horizontal, vertical offset 298.27, 24.64 Width 20.18 Height 11.77 points
     Origin: bottom left
     Colour: Default (white)
      

        
     D:20231020092314
      

        
     1
     0
     BL
     960
     325
    
            
                
         Both
         2
         AllDoc
         31
              

       CurrentAVDoc
          

     298.2669 24.6436 20.1759 11.7693 
      

        
     QITE_QuiteImposingPlus5
     Quite Imposing Plus 5.3d
     Quite Imposing Plus 5
     1
      

        
     0
     2
     1
     e6ada933-38da-4457-84a1-0e2d69b4516e
     2
      

   1
  

 HistoryList_V1
 qi2base





